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93464
TOTAL | SHEET

STONE RIPRAP GRADATION RR3

STA: 460+49.49 46.1 LT
STA: 460+49.49 35.1 RT

FULL HEIGHT COMB CC&G TB6.18

WITH BEDDING AND FILTER FABRIC DEARESS CURB

T~ THRU RADIUS
RIPRAP AND FILTER FABRIC SHALL o

BE PER SECTION 281 AND 282 OF £

THE STANDARD' SPECIFICATIONS.

18"

T
TAPER TO CONFORM TO THE SLOPE OF
EARTH SHOULDER 6.4°

BEGIN IMPROVEMENTS_/
STA 460+49.49

CONCRETE CURB AND GUTTER, TYPE B—6.18

9"+0D+9” MAX. WHEN TRENCH DEPTH < 5
] 18"+0D+18" MAX. WHEN TRENCH DEPTH > &

OD+18" MINIMUM
OD+36" MAXIMUM

9" TO 9" TO
ORIGINAL GROUND 18" oD 18"

EDGE OF _/

PAVEMENT

NOTE: TEMPORARY TAPERS WILL NOT BE PAID FOR SEPARATELY, BUT
SHALL BE CONSIDERED INCLUDED IN THE COST OF THE COMBINATION

TEMPORARY TAPER FOR COMBINATION CONCRETE CURB AND GUTTER, TYPE B~—6.18

TOP OF PROPOSED SUBGRADE

" ” PICK HOLE
} 8" X 8 LID | /
L ]

_\l_\l'_\l_

Ot

ADJUSTABLE HEIGHT

|

16~1/2" X 16-1/2" BASE

¢ CASTING & ¢ MARKER

~NOTE

THE UNIT COST FOR PERMANENT SURVEY MARKER,
SPECIAL SHALL INCLUDE THE COST OF RESETTING
OF THE EXISTING SURVEY MARKER (SEE THE SPECIAL
PROVISIONS). THE ADJUSTABLE MONUMENT BOX SHALL

BE A "NEENAH R—-1968 TYPE 36-B" OR APPROVED EQUAL.

DETAIL _OF PERMANENT SURVEY MARKER, SPECIAL

NOT TO SCALE

9”+0D+9” MAX. WHEN TRENCH DEPTH < 5
| 18"+0D+18" MAX. WHEN TRENCH DEPTH > & !

OD+18" MINIMUM
OD+36" MAXIMUM

9" TO 9” 10
18" oD 18"

F.AU
ROUTE SECTION

8047 [ 96~-00379~00-PV | SANG

COUNTY | gpiEeTs | NO.
66 44

FED. ROAD DIST. NO. | ILLINOIS [FED. AID PROJECT

NOTE: ALL CLEANQUTS LOCATED IN
PAVED AREAS SHALL BE ENCASED IN 6”7
X 2 SQ. P.C.C. OVER 8” ROCK BASE

GRADE
_\

‘/(ﬁ\\/< S

4" THREADED PVC PLUG

MONUMENT BOX AND LID
EAST JORDAN MODEL 2965

f i= /\\\\\\ \V’”\,V

v\ / \
/‘ S
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EARTH BACKFILL / s

SAND CUSHION —\ .

DETAIL OF TRENCH EXCAVATION UNDER TURF

TRENCH BACKFILL

SAND CUSHION A\

PROPOSED STORM SEWER

NOT TO SCALE

47 TYP PROPOSED STORM SEWER

NOT TO SCALE

45" WYE

WYE LOCATION FOR
HORIZONTAL BENDS

4” RISER PIPE

45" SWEEP- BEND —

N~ 6> ROCK BASE
(CA-8)

IN\— SELECTED GRANULAR
BACKFILL (COMPACT
AROUND PIPE)

—

\— CONTINUATION OF LINE (IF REQUIRED)

PIPE UNDERDRAIN CLEANOUT, COMPLETE

SCALE: NTS.

DETAIL OF TRENCH EXCAVATION AND BACKFILL UNDER PROPOSED PAVEMENT
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